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Abstract: Shot peening is widely recognized as
a proven. cost-effective process to enhance the
fatigue characteristics of metal parts and elimi-
natethe problem of stress corrosion cracking.
Additional benefits accrue in the areas of fanning
and texturizing. Though shot peening is widely
used today, the means of specifying process
parameters and controlling documents for pro-
cess control. are not widely understood. Questions
regarding shot size, intensity, and blueprint
specification to assure a high qualityand re-
peatable shot peening process are continually
asked by many design and materials engineers.

This article should answer many of the
questions frequently asked by engineering pro-
fessionals and to further assist companies inter-
ested in establishing a general shot peening
specification.

Many existing internal company specifica-
tions are adequate, but many are not because
they have not been updated to coincide with the
many improvements in shot peening technology
over the past years, Companies considering cre-
ation of an in-house specification or interested
in revising an existing specification should
consult a knowledgeable shot peening authority.

For smaller companies and those who Less
frequently specifythe shot peening process, good
specifications. whi.ch can be used as a reference.
are readi]y available. Two of these are Military
Standard MILS-13165-B and AMS 2430.

We have assumed thatthe reader of this article
understands the basics of shot peening and its
effect on gearing and realizes that shot peening
is an effective too] for combating problems of
fatigue and stress corrosion cracking. as well as
for assisting in forming and correction of shape.
A brief discussion of the theory of shot peening
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Fig. I - Example of residual stress profile created by shot peening.

is provided, but the reader should consult Refs,
1-4 for a more in-depth review.

Shot Peening Theory
Shot peening. by definition, is the bombard-

ment of a surface of a material by small spherical
media (the shot) to produce a thin layer of high
magnitude residual (or self) compressive stress,
This residual or self stress is introduced into a
material prior to any actual application of loads
to a component. The magnitude and depth of
these compressive stresses are predictable. As
shown in Fig. 1,(5) the maximum compressive
stress usually occurs at some distance below the
peened surface, which i represented by the top
horizontal line. Typically. this magnitude of
compressive stress (CS MAX) is approximately
50·60% of the ultimate tensile strength of the
material. as shown in Fig.2.(6) (Dual intensity
peening can move the CS MAX closer to the
surface of the peened material.) Since this
method is not typicaUy employed, Fig. 1 is
adequate for this discussion. The "d" represents
the depth of compression or the point at which
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Some machining processes will introduce un-
wanted tensile stresses into a part prior to any
applied loading. [f these factorsare not taken
into consideration, premature component fail-
ure can occur.

Shot Peening Controls
Certain basic controls must be introduced into

any in-house company specification on shot
peening. Specifications, such as AMS 2430
and Military Specification MWLS-13] 65-B,
deal. extensively with these. Since the intent of
this article is W better enable the design engi-
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Fig. 2 - Residual stress produced by shot peening YS. tensile strength of steel. neer to properly specify other areas, we win
.-- --,- touch briefly on the controls. The reader should
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consult reference sources which more thor-
oughlyexplain these points.

To assure proper shot peening the engineer
must: A) determine the intensity: B) maintain
and control the integrity of the shot; C) assure
that coverage is complete; and D) ascertain
whether cornputer-coctrolled equipment or au-
tomated equipment will be used. Without proper
shot peening controls, repeatability and desired
product reliability will not be maintamed, The
process will then degenerate into nothing more
than a blasting operation. as used in cleaning,
potentially leading to severe damage to the fa-
tigue properties of a part.

INTENSITY - Intensity is determined by ap-
plication of a shot stream to a metal strip known
as an Almen strip. Three gauges of these trips
exist: The UN" strip. the "A" strip, and the "C"
strip. The "N" strip is used for light-inten ity
peening, the "C" strip for high-intensity peen-
ing, and the "A" strip for medium-range peen-
ing. TIle proper strip is selected. mounted in an
Almen block, and a shot stream is applied to the
exposed surface .. After proper exposure time,
the strip is removed from the block (Fig, 4a).
The strip deflects upward toward the peened
surface (Fig. 4b), and the arc height is measured
by the use of an Almen gauge (Fig. 4c), The arc
height of the strip and the amount of time the
strip was exposed to the shot stream are noted.

Additional strips of the same type are then
exposed to shot streams for increasingly longer
periods of time, The infcrmation from ail of these
strips is then used to plot a saturation curve (Fig ..
5). The saturation curve assures that the equip-
ment setup has been properly made to assures
repeatability of the desired intensity.

SHOT INTEGRHY - Numerous controls go
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Fig. 3 - Depth of compression vs, AJmen arc heighr,

the compressive stress induced by the peening
crosses the neutral axis and becomes tensile.

The depth, as shown in Fig. 3, is dependent
on the hardness of the target material and the
mass and velocity of the shot. Essentially, the
softer the target material, the deeper the depth of
compression at a given intensity. For example,
at a I.5A Almen intensity on a 52Rc material, the
depth of compression will be about .008". Ad-
ditional carves for various materialsareavail-

able in detail in Ref. 5 ..
The purpose of introducing compressive

st.resses into a part is to prevent fatigue failures,
which are typically propagated through a com-
ponent in regions of tensile stress. Changing
tensile stresses to compressive stresses at the
surface of a component where fatigue cracks
typically occur limits their propagation.

Residual tensile stresses can decrease the
fatigue life of a component Compressive
stre ses, however, tend to increase fatigue life.
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The primary equipment used to assure shot in- Fig. 5 - Saturation curve.

tegrity is a classifier, which not only segregates
improperly sized shot from good. shot, but also
egregate: irregularly shaped shot from the de-
ired round peening media.

In addiuon to ue of the cia ifier, technique
to Cj,ualifythe shot prior to use should include
method to detennine porosityand means to
determine breakdown of shot. a well .usa
method to confirm proper shot hardne sand
metallurgy. To neglect this aspect of controls
could hasten degeneration of the process into
blasting rather than peening. This would be
analogou to striking the surface of the material
withthe claw end of a hammer rather than the
ball end, which ' hould be ued for peening.

COVERAGE - A properly peened urface
should have many overlapping dimples, referred
Will an "orange kin" or "orange peel" effect.
(See Fig. 7b.) Fig. 7a represent a partially cov-
ered surface and should never been seen.
Proper coverage can be determined by the use
ofa ten power (lOx) magnifying gla s or by
the PeenscanOl)proce s, The Peenscan process i
a method 'of viewing coverage of a surface by
ultraviolet light after it has been treated with a

into Lhis aspect of the peening proces . The
primarypurpo e of maintaining propershotcon-
tool is to prevent degeneration of the round hot
into broken shot that would typically be used in
a blasting operation. Left in an improperly
controlled state" hot of the latter type could
produce unacceptable surfaces, as hown in Fig.
6a. Properly peened surfaces produced by con-
trolled shot should appear as hown in Fig. 6b.
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Fig. 6 - A) Surface damage caused by poor shot control. B) Acceptable surface
accomplished through good shot control.
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material imilar to a dye penetrant. which is !Fig.7 - Shot peening coverage. A) Panial. B) Full.
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removed by a peening operation. Areas that
have not been peened properly will glow under
a black light,

EQUIPMENT TO BE SED - The engineer
must determine whether the equipment to be
used is computer-controlled or automated with-
out computer control. Computer-contrclled
equipment will typically be used for more so-
phisticated parts and where repeatability and
computer printouts for the monitoring of process
variables are required. This is the most sophisti-
cated (and usually most expensive) peening
method. A sample of a software path flow dia-
gram is shown in Fig. 8. Primary monitoring
points are shown on the left-hand column.

Automated machinery without computer con-
trol typically employs manual load and unload
of equipment The machine wiHautomatically
peen a part for a set cycle without computer
monitoring or operator involvement. The rna-

jority of parts are peened in this manner.
ConsideraUons fora Shot Peening

Speci:fica.tion
Now that we have briefly discussed the theory

of shot peening and the necessity for good con-
trols to assure repeatability, the following COI1-

siderations should be applied to any gearing.
These items should be reviewed in any general
specification before any shot peening specifica-
tion is made. They include, but are not limited to,
the following:

DISPLAY

MANUAL INPUT

OATA

DATA

STATUS
BULl< SHOT HANDLING & I'
CONDITIONING SYSTEM

Fig. 8 - Software path flow diagram.
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• Application
• Geometric configuration of part
• Material. hardness and heat treatment

.' Material
• Surface finish requirements before and after

shot peening
• Optional peening methods andadditional

considerations, which might include the
use of:

• Strain peening
• Dual intensity peening
• Plating and salvage methods
• Contour correction (forming) peening
• Increasing wear due to work hardening
• Porosity (closure in powdered metal parts
and castings)

• Salvage/Grinding - before and after
• Stress corrosion cracking.

APPLICATIONS - The primary consider-
ationin shot peening gears is to determine if the
process is to be used to: A) increase bending
fatigue strength of gear teeth; B) increase sur-
face fatigue life; or C) change the texture to
either break up continuous machining marks or
1.0 aid in lubrication of the gear face.

Numerous variables enter into how the gear's
ultimate fatigue trerrgth will be determined, Fig.
9 shows the variety of possibilities ..We w.ill spe-
cifically address the effect that the residual com-
pressive stress has onthe fatigue strength ...along
with the effect on hardness and micro tructure.

As noted by Dudley and Seabrook ,(9) shot
peening is beneficial, and the fiUets at the gear
root should be peened. The authors show no
hesitation in recommending the practice of shot
peening carburized and hardened teeth. despite
the high hardness and brittleness ..Typically, 20-
30% additional load-carrying capability is an-
ticipated if root fillets are peened. Similar re-
ults were noted on through-hardened and in-

duction-hardened gearing. Gears are probably
the second-most commonly peened item in this
country, so further discu sion on this point is
not necessary ..(See Ref . 10- I2).

It should also be determined if surface pitting
found at the pitch line is the primary farigue
concern, or whether fatigue at the root because
ofthe tooth flexure is primary, Tests by ASA
011 the effect of surface fatigue life of carburized
and hardened spur gears(l3) exhibited a 60% in-
crease in life of the gears when shot peening was
used to combat this phenomenon ..
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The question of which fatigue problem is of
primary concern. is important when making a
proper shot size selection. This will be consid-
ered further in the following section on geometry,

A third consideration is whether the peening
will be used not prim aril y to introduce benefic ial
residual compressive stresses, but rather to im-
prove surface finish, The texture produced by
the peened surface consists of homogeneous,
overlapping dimples which can be used to elimi-
nate stress risers produced by various machining
processes, such as hobbing, Typically, this opera-
tion is performed in the "green state" of the gear
just prior to heat treatment. Proper shot selec-
tion is dependent on how disrupted the surface
will be. At a given intensity, a larger iize shot.
will produce a smoother finish than small shot

An additional consideration is whether the
dimpling win be used to aid in gear lubrication.
This. however. is rarely the primary consider-
ation. A variation of the use of different sizes of
shot to produce a texture is to carburize, then slow
cool 10 a hardness higher than the "green state,"
follow with. a texturized shot peening, and then
fullyharden. Any compressive stresses produced
prior to heat treatment will be dissipated in
either texturizing case. Shot peening after heat
treatment will! be required to produce a surface
with compressive stresses if either of the two
fatigue conditions also need to be considered ..

OEOMETRIC CONFIGURATION OF A
PART - After the reason for dle use of the shot
peening has been determined, the next step is to
determine the shot size ba ed on the geometry of
the part. The general rule used per Military
Specification MIL U165-8 state thatthe maxi-
mum shot diameter "d," as shown in Fig. 10,
must be equal. to no more than 1/2 R (the radius

to be peened). For example in Fig. lOa, it is
obvious that the shot is too large and will not
provide full coverage in the fillet radius.

After determination of the geometry into which
the shot will move, the intensity of the hot
must be determined. The general guideline is
that the depth of compression cannot be greater
than 10% of the thickness of the part. Fig. 11
provides an example of a range of thicknesses
of steel that can be peened at a given intensity ..
The chart also illestrares a~erange of intensi-
ties that can be used for any given thickness .
For example, at a 4A intensity. steel thick-
nesses from _018" to .15" could be peened. The
same graph indicates that a steel part with a
cross-section of .150" could be peened with an
intensity as low as 4A and as high as 1.4A
Optimum selection of the correct intensity is a
function of the size of the shot to be used,
coupled with the hardness of the target mate-
rial. Curves which provideexamples for depth
of compression should be used, remembering
that the depth of compression cannot exceed
10% of the thickness of a part per peened side.
ora total of no more than 20% of the cross
section of a component

lal

Fig. ]C) - Shot diameter d and groove radius R. A) Shot size too large, d= 2.2
R; B) Maximum shot size permitted by Ref. 9, d = 1/2 R.(l4)
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Fig. 12 shows Almen intensity as a function
of average tooth root thickness. Note that it
does not take into account various hardnesses
of gear teeth, which could have an effect on
selecting an optimum peening intensity" but it
could be used as a starting guideline for carbur-
ized and hardened gears.

Realizing some of the difficulties in selecting
an optimum shot intensity for a given gear type
and material" AGMA has provided a typical shot
size and intensity for shot peening based on
diarnetral pitch as a guide. (16) Henry Fuchs'
paper, "Optimum Peening Intensities,,,(l7) ex-
plains in depth a method for selecting optimum
peening intensities.

In general, once a shot size is selected based
on the geometry of the gear, the maximum inten-
sity should be used. This maximum intensity
should provide a depth of compression not ex-
ceeding 10% of the cross section of the gear at
any point where the shot stream comes into
contact with the thinnest cross section of that
gear. To do this, proper charts showing depths of
compression generated as a function of material
type and hardness should be reviewed. (See Fig. 3
or Ref.. 5).

MA TERIAL HARDNESS AND HEAT
TREATMENT METHODS - After the applica-

mined based on the part geometry, the next step
is to determine If the intensity selected is correct
to meet the depth of compression based on the
material hardness. As shown in Fig. 2, the higher
the ultimate tensile tress, the higher the magni-
tude of compressive stress. The 50-60% rela-
tionship of the compressive stress to the ultimate
tensile stress is maintained as long as the shot
hardness is equal to or greater than the surface
hardness of the gear.

Fig. 13 dearly shows that when the target
material hardness closely approximates the shot
hardness, no difference occurs in the magnitude
of the compressive stress or the depth of com-
pression. However, when the target material
hardness is greater than the shot hardness, a
significant decrease in the residual compressive
stress magnitude (46Rc shot curve at a maxi-
mum compressive stress of 100 KSI versus 61R e
shot. providing in excess of 200 KSI) results, as
well as a decrease in the depth of compression.
(See Fig .. 14.) This was confirmed when tests
were performed peening high-strength steel us-
ing not only 65 HRC shot, but also ceramic shot
and 46 HRC cast steel, In Fig. 15, average
fatigue life was higher for both ceramic and hard
shot than for 46 HRC shot

The benefits of using baird shot on high hard-
ness gear materials was further demonstrated in
a paper by Mi wa et al, (8) Further support for the
use of high-hardness shot for high-hardness
materials even over increasing the intensity of
shot peening is provided in Ref. 20. As the
hardness of a material increases, so does tile
ultimate tensile strength of that material ..How-
ever, as the hardness increases, a noticeable
decrease in the fatigue strength in some materi-
als may result because of an increase in notch
sensitivity and brittleness. as shown in Fig. 16.
For those steel specimens shown at a hardness
above 42Rc that have not been shot peened,

a
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tion, shot size, and intensity have been deter- Fig. 14· Peening [045 steel at Ro 62 with 330 shot,



fatigue strength decreases as the ultimate tensile
strength mcrease . By changing to peening with
hard shot and peening the high- nength steel.
not only win a higher ultimate tensile strength
result, but the fatigue strength of the material
also will be increased.

An additional. consideration is whether de-
carburization may occur in heating the steel.
Decarburization is the loss of carbon at the sur-
face of a ferrous material, and it. can result in the
loss offatigue strength of high-strength steel, Fig.
l7exltibits the capability of hot peening to
re tore almost an oftlte fatigue strength.Jf decar-
burization is SII peered, incorporating bot peen-
ing into a part design can insurecornponent integ-
rity. Es entially, the hardness oHlle material must
be considered to determine the depth of the com-
pressive stres .'whether hard shot is to be used.
and whether decarburizarien will be a factor.

MATERIAL CONSlDERA no -The fourth
major consideration is to determine if tile media
and intensity chosen to thi point win have any
adverse or additional desirable effects on the
target material. Representative curves of shot
peened material of a similar nature are helpful in
determining the depth of compressive stress,(S)
but the following factors also mu t be considered:

Win the peening media selected contaminate
the target material? for instance. the use of cast
steel shot lOR an austenitic stainless steel may
require chemiealpassivating or other mechanical
cleaning methods. WQuld it be preferable to use
other peening media. such as stainless steel. ce-
ramic. or glass? Is work harden i'ng possible andl
or desirable? For instaace. austempered ductile
iron (AD[) not only responds well to shot.peening
by increasing fatigue strength. butal: a has the
added benefit of work hardening. Fatigue: trength
increases for AD] at various peening intensities
are shown in Fig. 18.Refs. 23-26 uppon notonly
the fatigue benefits for ADI, but also the im-
proved weal" characteristics cau ed by desirable
work hardening. Other materials, such as high
mangane e content tee I and au tenitic stainless
steels, willi 311 a readily work: harden.

Does the material have atendeney towards
different micro tructures, : ueh as retained all -

tenite? If the retained austenite is excessive. sig-
nificantly reduced compressive tress magnitudes
will be noted unless hard shot is utilized.IS)

Wmlhe material respond favorably to ltie shot
ize elected, or should an alternate hot size be
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selected? For mstance, aluminum alloys will re-
spond better at a given intensity to a larger hot
size at a low velocity than to small hot at a higher
velocity, Though both conditions could produce
the . arne intensity. the larger hot size is more
de irable if geometric con traints allow it

Is me gearing of a powder metallurgy? Special
considerations must be made here; however. if
handled properly, fatigue lite improvementdue to
increased hardness and residual compressive
stresses is,possible,(27)

SUR~ACE FlN1SH REQUIREMENTS BE-
FORE AND AFTER SHOT PEENING - Addi-
tional. consideration should be given to the de-
sired surface finish before and after shot peening,
First. note that a hot peened surface's overall
dimension will increase slightly because new
measurements will be taken at the tops of peaks
produced by the dimpling action. This growth is
dependent upon hardne s of target material as
wells the hot size and intensity used. but typical
growth rarely exceeds .0005" per side. If this
change in size will be detrimental from a . tand-
point of fit. samples of the material should be
peened experimentally before working with ac-
tual parts, All typical drawing dimen ions should
refl cr dimensions prior to peening,

A'l a. general guide, original surface finishes above
125 RMS can be improved by peening. whereas
surfaces below 125RMS will typically be increased
in surface roughness, depending on material type,

material hardnes • shot size, and intensity used.
Sam-pL should be provided to confum desired results,

Selective peening can be performed so that seal
and bearing urfaces, along with other critical
surface finishe • can be protected. These should
be noted accurately on all drawings. In addition,
any cleanliae s requirements hould be shown to
properly protect these areas during peening.

If a.surface finish ina peened area Is required
which win be finer than that produced by hot
peening, certain machining processes may be
performed after the peening. Cool processes, such
as lapping and honing, are allowable. as they do
not generate much heat and will not dissipate
compressive stresses; however. material removal
is limited to no more than lO% of the depth of
compression, Additional material removal will
adverselyaffect all benefits of the peening .• 1

Part II of til is article witH lI"unin DUll" next issue.
Itwill dl eu _5 Optional Shot Peening Methods
Bind Specifying Shot. Peening.

22 Ge,~R TECHNOLOGY

References:

I. l.A WERE Z. PIlL"Shot ..Peening and. lis Effect on Gear-
ing." SAE Paper 841090. March. 1984.
2. DALY, J. "Boosting Gear Life Through Shot Peening."

Machine Design. May 12, 1977,
3, KOINIS. X. "Shot Peening - A Viable Method to Extend-

ing Component Life." SAEl Paper 891932. September, 1989,
4. BURRELL, - ,K, "Improved Gear Life Through Con-
trolled Shot Peening," Gear Technology. Sepr./Oct., 1986,
5, FUCHS, H.O, Shot Peening Stress Profiles, 198:;1,
6, "Protective Shot Peening of Propellers," R. F.

Broderick Technical Report. 55-56, Pans I, n, Ill. Wright
Air Development Center.
7. ShOl Punlng Application, Metallmprovement Company.

Seventh Edition, 1989'..
8. MIWA. Y, et Ill. "Catbonitriding and Hard Shot Peening
for High Strength Gears," SAB Paper 880666,

9. SEABROOK,). B. andiDUDLEY, D. "Results of aFifteen

Year Program of Flexural Fatigue Testing of Gear Teeth."
August 26. 1963.
10. HAAS, L, "How to Extend Gear Life," Machine Design,
May IS, 1975.
II. "Shel.IPinion ConcepriBooslS Gear Capacity." Iron Age,

October 11..1973.

12. DALY, I, "A Concept for Using Controlled Shill
Peening in Original Gear De ign." AGMA Technical
Paper No. 87, FTM D.
13. TOW SEND. D. and ZARETSKY. r, "Effect of Shot
Peening on Surface Fatigue Life of'Carburized and Hardened.
AISI 93 W Spur Gear ." NASA Technical Paper 2047 -1982.
14..FUCHS, H. 0., "Shot Peening." Mechanical Engineers
Handbook. 1966.
IS..STRAUB, l.W. "Shot Peening in Gear Design." AGMA
109.13. June. 1964,
16. "Gear Materials and Heal Treatment Manual." AGMA
2004-BXX, January, 1988.
n. FUCHS. H, "Optimum Peening Intensities." '198:;1,

18,LAUCHNER. E. March, 1974. Westel Presentation.
Northrop Cerperanen,
19, "Hard Shot Peenillg and Ceramic Shot Peening Effects
OIl Fatigue o/Hig'h Str.t!llglh Steel," S. Lee Grumman Aero-

pace Corp, December, 1986.

20. INO E. K. et al. "Fatigue Strength and Crack Growtt«
of Carburized and Shot Peened Spur Gears."
21. HORGER. OJ, "Mechanical and Metallurgical Adyan·
tages ofShol Peening."TJre/rcmAge. March 29. April S, 1945,
22. BUSH. W.F. "Fatigue Test 10 Evaluate Effects or
Shot Peening on High Heal Treated Steel." Lockheed
Report No, 9761.
23. BI..ACKMOR:e, P.A. and HARDING, R..A. "The Effects
of Metallurgical Process Variables on the Properties of
Austempered Ductile Irons." FirstInternational Conference
on Austempered Ductile Iron. April 2-4. 1989.
24, LOITRIDGE, N. and GRINDAHL. R. "Nodular Iron
Hypoid Gears." SAE Paper 820696.
25. "ADl: Slatus of Emerging Technology.HPowe.r Trans-
mission. August, 11986.
26. HARD G. R.A. "The Use of Austempered Ductile Iron
for Gears." 1986,
27. SONSINO, C.M. et at, "How 10 Improve the Fatigue
Properties of Sintered Steels by Combined Mechanical and
Thermal Surface Treatments." ModernDelle/opme1JlS in Pow-
derMerallurgy. Vol. 15-17, 1985.


