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Abstract:
The first part of this article describes the analytical design method

developed by the author to evaluate the load capacity of worm gears.
The second part gives a short description of the experimental pro-

gram and testing resources being used at CETIM to check the basic
assumptions of the analytical method; and to determine all gears
and 'test wheels the surface pI1essureendurance limits of materials
·tna'! can be used for worm gears.

The end of the article compares the results yielded by direct ap-
plication of the method and test results.



Introduction
The main form of deterioration observed in worm gears

is generally surface damage to the flanks of the gear wheel
teeth, comparable to the pitting and flaking found in treated
cylindrical gears. It is, therefore, essential to determine the
load capacity of these gears by evaluating the torque that can
be transmitted, which depends on the surface pressure the
materials used can withstand. For this purpose, we developed
a design model that can be used to determine the torque that
can be transmitted with allowance for the distribution of the
pressures along the lines of contact. This model was then ex-
perimentally verified using the admissible pressures of the
materials as determined by a disk-and-roller simulator. We
then compared the results obtained to those yielded by en-
durance tests carried out on gears.

Presentation of the Design Method
The design method we present here is an analytical

method;C3l in other words, the gear is designed with
aUowancefor the meshing conditions at all points of contact
and at all times. These meshing conditions depend on the
relative positions of the teeth of the gear and the threads of
the worm, on the geometry of the contact (curvatures) and
on the stiffness of the meshing teeth.

By contrast with some other methods, (6-7) the distribution
of contact pressure is not assumed to be uniform at each
instant of meshing, but is determined after the transmitted
load has been distributed along the instantaneous line of con-
tact. The distribution of the load is determined on the basis
of the stiffness of the teeth and the stiffness of contact at each
point of contact.

This method was developed in two stages:
First stage: development of a design model making it

possible to establish the instantaneous distribution of the
transmitted pressure from the geometry of the teeth, the
geometry of contact and the mechanical properties of the
materials of which the gear and worm are made.

Second stag~ determination of the map of pressures along
the lines of meshing contact. Since the maximum pressure
between the teeth in contact is limited by the admissible
pressure of the material, this makes it possible to determine
the maximum transmissible load.

First step of the calculation. We first calculate the instan-
taneous load distribution between the flanks of the worm
threads and the flanks of the gear teeth, with allowance for
the operating geometry and the materials used.

This geometry results from the contact between the worm
threads, generated by grinding or milling (A, I, N, K and
other profiles) and the gear teeth, produced by cutting. It is
theoretically determined from the basic geometrical
characteristics of 'the worm and gear by calculating, in order:

'. the profile of the worm threads according to the cutting
method used;

• the transverse path of contact for each rack line of the
worm;

.' the Held of contact or skewed surface on which the lines
of contact evolve;

.' the lines of contact at 'each instant of meshing;

.----------
Fig. 1- Operating Geometry.

• the equivalent radii of curvature and sliding velocities at
each point of contact.

All of these calculations are based on the application of
envelope theory and analytical. geometry. They are made by
breaking down the worm gear couple into a succession ot
elementary rack-and-pinion gears, having variable profiles
determined in planes parallel to the midplane of the gear.

Fig. 1shows the operating geometry of a worm. gear hav-
ing a 40:1 ratio. It shows:

• the transverse paths of contact in. seven different. rack lines; I

• the field of contact with the lines of contact for five relative .
meshing positions (1, 3, 5, 7, 9);

• the line of zero pressure angle.

These various curves are represented in space and in pro- :
jection in a plane perpendtcular to the axis of the worm. Each
point of the zone of contact is identified by two indices, :i
and j.

• i is the number of the line of contact;
• j is the number of the rack plane.

We define the stiffness of the gear tooth as (RRlij and the
stiffness of the worm thread as (R)j) at each point of con-
tact. To do this, we treat the toothing in each rack plane as

I a fixed-end beam of variable inertia (d. fig. 2).



The bending stiffness of these beams is determined by using
Bresse's equations.(ll To determine the equivalent stiffness at
the points of contact, we then apply the following two
assumptions:

Assumption 1. During meshing, an the points of contact
move uniformly, parallel to the operating reference plane of
the worm. because of the deformation of the teeth (Fig. 3),

Assumption 2. The initial pre-loading contact geometry
is maintained during loading. This means that the
displacements are sufficiently small and do not modify the
initial field of contact.

In addition to the equivalent stiffness (RDeq)ij, the model
takes the local contact stiffness (RC)ij into account.

In the zone of application of the load, the contact strains
are broken down into deformation resulting from crushing
of the teeth and deformation resulting from local compres-
sion of the part of the tooth under the contact.

The method used is the one developed and checked ex-
perimentally by Weber(S) for cylindrical gears. These defer-
mations are not a linear function of the applied load, so an
iterative method must be used to calculate the equivalent stiff-
ness (Fig. 4).

At each point of contact we then have

(Req)jj equivalent radius of curvature

(RDeq)ij equivalent stiffness of teeth in contact

(RDeqm)ij mean equivalent stiffness of the teeth in con-
tact calculated along an elementary segment
of the line of contact bounded by two sue-
cessive rack planes.

(qz)ij transmitted load density along an elementary
segment of the line of contact

(RDeq)ij takes the form
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(RDeq)ij
1 1 1

(RR)ij + (Rv)ij + (RC)ij parallel to the
axis of the screw

The total stiffness (RDG) of the gear parallel to the axis of
the worm is given by:

RDG = .1:. (RDeq)ij
11 ]'

The total deformation at each point of contact, which we
call oij, is the quotient of the mean load density divided by
the mean equivalent stiffness. On the basis of Assumptions
1 and 2, we may state:

0"- (qx)ij
1) - (RDeqm)ij constant - {j
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from the axial force transmitted to the worm and the total
stiffness ,of the worm ROG calculated above, we obtain:

~- ..,6 "'" RDG - 01J

From the mean equivalent stiffness. we determine the distribu-
tion of the transmitted load (qx)ijl along the lines of contact:

~qxHj = o.(RDeqm)ij

Second step of the calculation. From the load distribution,
which is, now known. it is possible to detemUne the contact
pressure at each pomt of the meshing zone. The maximum
pressure found must be less than theadmissible pressure of
the material UHlim' This value is determined experienentally
for each material,

Therefore, if we know the mat~rials and Ithegeometry used,
it will be possible to reverse the calculation to determine the
admissible pressure UHlim. to determine the load distribution
along the lines of contact and the admissible load on the teeth.
and so finally '10' determine the admissible torque, For this,
we use the following procedure. At each point, the contact
pressure obtained by ,applying Hertz's theory (cylindrical con-
tact) is given by

, QX .' (RDeqm)ij = ZE ..~
ROC (Reqlij (XNlij "\/ RDG Kij

where:

(XN}ijI ,.;;; direction cosine of the normal to the plane of
contact

= curvat.ure-rigidity factor Kij = (Req. XN)'
- .RDeqm ij

Kij

ZE = e~asticity factor such that

1ZE

with V1.' "2 =.' .poisson·s. ratio I' f.·' I'or marenars
E}, E2 -= Young's moduli involved

We must verify that

which allows us to write:

QX < 1('UI"lI_.im..)2 • RDG •. Ki)'
ZE .

At the limit, the maximum loadcapacity is obtained fo·r ,the
mioimum value of Ki] = (Kij)mmi

then

'QX "'" ((l'H1im)2 ~RDGp..•. (K:il') .'.1max ZE t nump

ZR

ZR - pressure distribution factor .of the gear.

NOTE: Index p ref~rs to the relative posi'tion of the gear and
worm. p is chosen so that product
RDGp .. (Kij) miniP is minimized, defi.ning ZR. The admissi-
ble torque on the gear is then:

C = 5.10-4
• dwz (p~;rZR in m.N

with dwz .. pitch diameter of the gear wheel.

Calculation of losses. From the sliding velocity, 'taking into
account the coefficient of friction variation, which is a lfunc-
tion of sliding value, it is possible to calculate Ithe power loss
at each polnt ,of contact and 50 calculate the instantaneous
iffficiency of the gearing fl.

The true torque that can be transmitted to thegear is then:

The calculation method described is, therefore, based on
calculating the distribution of stiffness and the distribution
of contact pressure during meshing (ZR factor). If the max-
imum pressure-is limited to the admissible pressure of the
material. OHllm' the admissible torque can be deduced and
from it, by ,evaluating the losses in the gearing, the torque
that can be 'transmitted ..

The ZR factor is determined using the CADOR-ROUVlS
software.

The diagram below shows the various steps of the calcula-
tions required. for the application of the method described
above.

Generally speaking, the load capacity oE worm gears is
limited by the performance at the material of th gear wheel.

The admissible pressure of this material is determined by
,eva.luating its, contact pressure endurance curve, This curve
is determined expenmentally on a disk mller simulator
designed and built at CETlM. (conHnuea 011 page 40}



(continued from page 23)

In worm gears, the sliding induced by the rotation of the
worm is greater than the sliding orthogonal to the lines of
cont-act induced by the rotation of the gear wheel, It is essen-
Hal that the simulator used to evaluate the pressure endurance
curve be able to reproduce these components. Conventional
roller machines could not be used.

The machine we designed consists of a disk that represents
the worm, on which turns and slides a roller that represents
the gear.

The axes of the disk and roller are perpendicularIfig. 5).
It is possible, by adjusting the position of the roller with

respect to the disk and the speeds of rotation of the disk and
roller, to reproduce any sliding condition that can occur in
worm gears.

The test piece is the roller made of the gear material (Ur:12P
bronze, for example). It has the following characteristics:

diameter: 100 mm
transverse crowning radius: 250 mm
width: 25 mm

The disk used is 200 mm in diameter. It is made of ground
case-hardened steel.

The speed of rotanon used and the corresponding sliding
~~~~ .

wheel: 420 rpm
disk: 855 rpm

giving a mean sliding velocity of 8 m/s.
Obtaining a representative pressure endurance curve for

a.given pair of materials requires between 7,000 and 10,000
hours of testing, equivalent to the destruction oi 30 to 35
rollers, But this method is advantageous because it is faster
than bench testing gears. Moreover, the cost of the test pieces
and the running costs of the simulator are very low.

fig. 5- Prtrrciple of disk-railer simulator.
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Fig. 6-Worm gear test bench.

Experlmental Verification of the Design Method
For a complete verilication of the design method. we car-

ried out full-scale tests on worm gears. The test bench we
built consists of a variable-speed DC motor that drives the
worm of the reducer to be tested directly. The worm wheel
at the reducer output is connected to a mulriplier that drives
an eddy-current brake, used to apply the load (Fig. 6),

The operation of the bench is monitored at all times and
the following parameters are measured continually:
• the speed of rotation of the worm,
• the torque delivered by the motor,
• the torque applied by the brake,
• the oil temperature in the reducer housing,
• the temperature of the more heavily loaded worm bearing,
• the instantaneous wear of the test gear.

This last measurement is made by using a special device
built by CETIM, based on the use of optical encoders (sen-
sitivity 0.05 mm).

The test bench also has a lubrication system with oil cir-
culation and cooling. The principle of this test bench is shown
in Fig. 6.
Characteristics of the test gearing:

• number of threads:
• number of teeth:
• axial module:
• center distance:
• helix angle:
• face width of wheel:
• axial pressure angle:
• type of thread profile:
• synthetic oil
• worm. made of case-hardened

steel
• gear made of UE12P bronze

1
40
4..95
125mm
5.50

4S mm
220
A

Applic.ation of the Design Method
The calculation model described below is contained in a

program developed on the VAX 780 ..ITwe apply this method
to the design of the test gear, we find:
• elastici ty factor:
'. pressure distribuUon factor:

ZE = 498
ZR = 1693



., integrated ,efficiency (calculated):
(mineral oil)

• sliding velocity;
• speed of worm:
• pitch diameter of gear:

11 = 0.62

4.4 rots
1600 rpm

198 mm

The measured efficiency was 0 ..8. The difference we found
between the measured and calculated values comes from the
fact that 'the effi.ciency was calculated on the basis of the "fric-
tion versus sliding velocity"cu:rve taken from standard BS
721.

This curve is for a mineral oil, and the result it gives is
low when the oil actually used is a synthetic oil with low-
friction additives.

Fig. 7 shows the projection along the lines oJ contact on
the Hanks of the gear wheel of:
.' the distribution of the equiv.alent radii of curvature;
.' the distribution of the mean equivalent stiffness
• the dist,ribution of the contact pressures.

It will be noted that the pressure distribution is to a, first
approximation the direct combination of the equivalent radii
of curvature and the equivalent stiHness.

Comparison. of the Results Obtained
The first experimental results obtained on these 'test benches

now cover U,(XW)hours for the disk and rol1er machine and
10,000 hours on the worm gear machine. The grades of
materials used on these test benchesare strictly identical.

Thirty rollers have been tested on the disk-roller simulator,
yielding the pressure versus number of cycles curve given in
fig. 8. The pressure indicated on the y-axis corresponds to
the Hertz maximum pressure obtained on the path, which
is clearly visible aft·er about four hours running.

The test gearing was subjected to a torque of 115 daN.m
on the gear. The first pitting appeared on the flanks of the
teeth after .32100hours of tests, corresponding to 7.68 lot'
loadi.ng cycles.

It should be noted that the surface damage found was
located primarily at the roots of the gear teeth and on the
meshing exit. of the worm threads. This fjnding correlates
perfectly with the pressure distribution maps given in Fig. 7.

looking at theendurance curve obtained on the simulator,
we find that 7..68 100 cycles corresponds to an admissible
pressure of 460 MPa (Fig. 8),

The calculation method, applied to 'this admissible pressure
value. gives us 'the Following transmissible torque:

c, = 5,10-4'd",2'71' (;ny.ZR =

5.10-4 X 198 x (460). 2 x 1693
498

X O.B

Ct = 114.4 daN.m

This is very dose to the value applied to the gear on the
test bench.

IN -
V-L-u

S.CA'LES:
U=45mm
V=4.6mm
W:20mm

SCALES·:
U:" 5mm
V:415mm
W:1kH/mm,

W - rr.-__.....
V U"'-- -

SCA'Ln:
V~" 5 mm
V=" 5 """W':200MPa

DIST"'BUTION' OF
CONTACT PRUSIJAE

Fig. 7 - Distribution aJong contact line.

750: ! II I , 1 II'
I LI [ L!

I -, IJ'.: •. .1 I

, "'" . :t-
~··I '. --.;::

I . "'l ,.....
-". ~ -..

I I 1 . • 1"'""1->
1 "-

2
I

II I
I. , I I

; 11
I I II I

0 J I iiIn T1,
1E! ,E& U7

Fig. 8-.Pressure cycles C1.!FVe'S for UE12P bronze,

.Ju'IY/ August 19,89' 41



CIRCliE A-20 ON R,EADERREPLYCARD

Conclusions
The experimental results are in good agreement with the

results yielded by the analytical design method. Other tests
are now in progress to validate this new approach to the
design of worm gears, Other materials are also being tested
on our disk-roller simulator,

Appendix
UE 12 P bronze is a chilled cast bronze with 12% of tin and less

than 1 % of phosphor, It is equivalent to SAE 65 bronze,
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